
Nipper
IP 65/20 compact LED downlight, technicity and
elegance combined

New compact fixed downlight. Deeply inspired by the
Neat design, this product offers a similar range but
with an IP65 rating (fixture front side). Nipper has, as
standard, a built-in cover glass and a glare reducing
baffle. Nipper comes in two lumen packages, 1000lm
or 1800lm, in three beam angles and three colour
temperatures as well as the option between CRI80
and CRI90. On top of that there is an option for either
a fixed output driver or a DALI driver.

DESCRIPTION
Compact ceiling recessed downlight made of steel
and aluminium. Powder coated in
either structural white or black paint. Thanks to its
cover glass, sealed construction and additional
gaskets Nipper has an IP 65 front rating.

LED INFO
Cree COB modules integrated, ensuring a great
performance and high system efficacy.

RANGE
Nipper comes in a 1000lm and 1800lm versions in
2700, 3000 and 4000K, both CRI80+ and CRI90+,
both with either a fixed output driver or a DALI driver.
Available with black or white anti-glare baffle.

POWER SUPPLY
230V (LED driver included)

INSTALLATION
Ceiling recessed by means of torsion springs

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz lm/W
KOD EKLENECEK 8,4 2700 1000 >80 220 - 240 / 50 - 60 93
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