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AlAENElIE: B 0250 STN

Govde
Korozyon direnci artirilmig elektrostatik toz boyali
aliiminyum.

Led

L70B50 ye gore 250.000 saat, ylksek etkinlik
faktoriine ve renksel geriverime sahip High Power
led.

Optik
High Power led icin tasarlanmis yiksek verimli
PMMA lens.

Difuizor
Temperli seffaf cam

Calisma Sicakhigi Aralig
-20 °C/+40 °C

Ral 9016 Ral 9005 Ral 9006

Tip Kodu Giig (w) CCT (K) Isik Akisi (Im) CRI V/Hz Agirlik (Kg) Acl
BSTN.250.60.11.30 1 3000 965 >80 220-240/50 - 60 1,5 60°
BSTN.250.60.11.40 1 4000 1045 >80 220-240/50 - 60 1,5 60°
BSTN.250.35.11.30 1 3000 1020 >80 220-240/50 - 60 1,5 35°
BSTN.250.35.11.40 1 4000 1100 >80 220-240/50 - 60 1,5 35°
BSTN.250.25.11.30 1 3000 1050 >80 220-240/50 - 60 1,5 25°
BSTN.250.25.11.40 1 4000 1135 >80 220-240/50 - 60 1,5 25°
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