
Surface Mounted

SD 6060 BOX
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options1 or 3 hours emergency lighting kit
Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDBOX.6060.36.30 36 3000 3220 >80 220 - 240 / 50 - 60 5,9

SDBOX.6060.36.40 36 4000 3540 >80 220 - 240 / 50 - 60 5,9

SDBOX.6060.28.30 28 3000 2340 >80 220 - 240 / 50 - 60 5,9

SDBOX.6060.28.40 28 4000 2580 >80 220 - 240 / 50 - 60 5,9
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Surface Mounted

SD 6060 BOT
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution and.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options1 or 3 hours emergency lighting kit
Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDBOT.6060.36.30 36 3000 3260 >80 220 - 240 / 50 - 60 5,8

SDBOT.6060.36.40 36 4000 3620 >80 220 - 240 / 50 - 60 5,8

SDBOT.6060.28.30 28 3000 2400 >80 220 - 240 / 50 - 60 5,8

SDBOT.6060.28.40 28 4000 2620 >80 220 - 240 / 50 - 60 5,8
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Surface Mounted

SD 6060 BOY
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDBOY.6060.36.30 36 3000 3270 >80 220 - 240 / 50 - 60 5,8

SDBOY.6060.36.40 36 4000 3620 >80 220 - 240 / 50 - 60 5,8

SDBOY.6060.28.30 28 3000 2380 >80 220 - 240 / 50 - 60 5,8

SDBOT.6060.28.40 28 4000 2620 >80 220 - 240 / 50 - 60 5,8
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Surface Mounted

SD 6060 STL
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDSTL.6060.36.30 36 3000 3380 >80 220 - 240 / 50 - 60 5,5

SDSTL.6060.36.40 36 4000 3720 >80 220 - 240 / 50 - 60 5,5

SDSTL.6060.28.30 28 3000 2470 >80 220 - 240 / 50 - 60 5,5

SDSTL.6060.28.40 28 4000 2700 >80 220 - 240 / 50 - 60 5,5
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Surface Mounted

SD 6060 CIR
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution .

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDCIR.6060.36.30 36 3000 2810 >80 220 - 240 / 50 - 60 5,7

SDCIR.6060.36.40 36 4000 3090 >80 220 - 240 / 50 - 60 5,7

SDCIR.6060.28.30 28 3000 2090 >80 220 - 240 / 50 - 60 5,7

SDCIR.6060.28.40 28 4000 2260 >80 220 - 240 / 50 - 60 5,7
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Surface Mounted

SD 6060 BIO
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDBIO.6060.36.30 36 3000 2990 >80 220 - 240 / 50 - 60 6,1

SDBIO.6060.36.40 36 4000 3270 >80 220 - 240 / 50 - 60 6,1

SDBIO.6060.28.30 28 3000 2190 >80 220 - 240 / 50 - 60 6,1

SDBIO.6060.28.40 28 4000 2390 >80 220 - 240 / 50 - 60 6,1
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Surface Mounted

SD 6060 CUB
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDCUB.6060.36.30 36 3000 3170 >80 220 - 240 / 50 - 60 5,8

SDCUB.6060.36.40 36 4000 3510 >80 220 - 240 / 50 - 60 5,8

SDCUB.6060.28.30 28 3000 2330 >80 220 - 240 / 50 - 60 5,8

SDCUB.6060.28.40 28 4000 2530 >80 220 - 240 / 50 - 60 5,8
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Surface Mounted

SD 6060 OPL
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDOPL.6060.28.30 28 3000 2650 >80 220 - 240 / 50 - 60 5,2

SDOPL.6060.28.40 28 4000 2820 >80 220 - 240 / 50 - 60 5,2

SDOPL.6060.36.30 36 3000 3440 >80 220 - 240 / 50 - 60 5,2

SDOPL.6060.36.40 36 4000 3620 >80 220 - 240 / 50 - 60 5,2

SDOPL.6060.42.30 42 3000 3950 >80 220 - 240 / 50 - 60 5,2

SDOPL.6060.42.40 42 4000 4230 >80 220 - 240 / 50 - 60 5,2
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Surface Mounted

SD 3012 OPL
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDOPL.3012.36.30 36 3000 3350 >80 220 - 240 / 50 - 60 5,5

SDOPL.3012.36.40 36 4000 3550 >80 220 - 240 / 50 - 60 5,5
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Surface Mounted

SD 3030 OPL
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficacy LED with CRI>80, achieving L90B50 ≥
50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDOPL.3030.10.30 10 3000 790 >80 220 - 240 / 50 - 60 2,2

SDOPL.3030.10.40 10 4000 840 >80 220 - 240 / 50 - 60 2,2
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Surface Mounted

SD 6060 PPL
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDPPL.6060.20.30 20 3000 1950 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.20.40 20 4000 2080 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.27.30 27 3000 2520 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.27.40 27 4000 2680 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.36.30 36 3000 3270 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.36.40 36 4000 3480 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.42.30 42 3000 3710 >80 220 - 240 / 50 - 60 4,0

SDPPL.6060.42.40 42 4000 3950 >80 220 - 240 / 50 - 60 4,0
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Surface Mounted
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Surface Mounted

SD 6060 TFR
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDTFR.6060.28.30 28 3000 2960 >80 220 - 240 / 50 - 60 4

SDTFR.6060.28.40 28 4000 3190 >80 220 - 240 / 50 - 60 4

SDTFR.6060.36.30 36 3000 3670 >80 220 - 240 / 50 - 60 4

SDTFR.6060.36.40 36 4000 3940 >80 220 - 240 / 50 - 60 4

SDTFR.6060.42.30 42 3000 4100 >80 220 - 240 / 50 - 60 4

SDTFR.6060.42.40 42 4000 4420 >80 220 - 240 / 50 - 60 4
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Surface Mounted
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Surface Mounted

SD 6060 LOT
Housing
Electrostatic matte powder painted aluminium.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDLOT.6060.28.30 28 3000 2960 >80 220 - 240 / 50 - 60 3,1

SDLOT.6060.28.40 28 4000 3180 >80 220 - 240 / 50 - 60 3,1

SDLOT.6060.36.30 36 3000 3700 >80 220 - 240 / 50 - 60 3,1

SDLOT.6060.36.40 36 4000 3980 >80 220 - 240 / 50 - 60 3,1

SDLOT.6060.42.30 42 3000 4190 >80 220 - 240 / 50 - 60 3,1

SDLOT.6060.42.40 42 4000 4420 >80 220 - 240 / 50 - 60 3,1
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Surface Mounted
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Surface Mounted

SD 3030 TFR
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDTFR.3030.11.30 11 3000 1040 >80 220 - 240 / 50 - 60 1,35

SDTFR.3030.11.40 11 4000 1100 >80 220 - 240 / 50 - 60 1,35
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Surface Mounted

SD 3060 TFR
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDTFR.3060.14.30 14 3000 1520 >80 220 - 240 / 50 - 60 2,35

SDTFR.3060.14.40 14 4000 1620 >80 220 - 240 / 50 - 60 2,35

SDTFR.3060.21.30 21 3000 2190 >80 220 - 240 / 50 - 60 2,35

SDTFR.3060.21.40 21 4000 2290 >80 220 - 240 / 50 - 60 2,35
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Surface Mounted

SD 3012 TFR
Housing
Sheet steel body with electrostatic powder coating.

Optics
Opal white polystyrene diffuser with lambertian light
distribution.

Led
High-efficiency LED with CRI>80, achieving L90B50
≥ 50,000 hours of lifetime.

Driver
Constant current output LED driver with high
efficiency and Pf≥0.95

Options
* 1 or 3 hours emergency lighting kit
* Dimming via DALI

Ral 9016 Ral 9006

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
SDTFR.3012.28.30 28 3000 3050 >80 220 - 240 / 50 - 60 4,1

SDTFR.3012.28.40 28 4000 3240 >80 220 - 240 / 50 - 60 4,1

SDTFR.3012.36.30 36 3000 3850 >80 220 - 240 / 50 - 60 4,1

SDTFR.3012.36.40 36 4000 4080 >80 220 - 240 / 50 - 60 4,1
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