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Govde
Elektrostatik toz boyali aluminyum enjeksiyon
cerceve ve aluminyum sogutucu.

Lens
High Power led igin tasarlanmis yiiksek verimli
PMMA lens.

Led

L70B50 ye gore 250.000 saat, ylksek etkinlik
faktoriine ve renksel geriverime sahip SMD COB
Led.

Siiruicu
Sabit akim ¢ikigli sisteme sahip ylksek verimli pf
=0.90.

Opsiyon

* 1 veya 3 saat sureli acil aydinlatma modulu
* Dali dim edilebilir

* 1P44/20 imal edilebilir

|

Ral 9016  Ral 9005 Double

Tip Kodu Giig (w) CCT(K) Isik Akisi (Im) CRI V/Hz Agirlik (Kg) Montaj Olgiisii Agi
(mm)

DGSAK. 15 3000 1290 >80 220 - 240/ 50 - 1,3 120x220 35°

2213.15.30.35 60

DGSAK. 15 4000 1370 >80 220 - 240/ 50 - 1,3 120x220 35°

2213.15.40.35 60

105° 105°

30° 15* o 15° o

cd/klm 1= 100%
—-Cl80 —C%0-C27

DG 2213 SAK | ARLIGHT | 05.12.2025 - Uriin ézellikleri il ilgili giincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://www.arlight.net/
https://www.arlight.net/urunler/downlight-spot/dg-2213-sak
https://www.arlight.net/urunler/downlight-spot/dg-2213-sak
https://www.arlight.net/urunler/downlight-spot/dg-2213-sak

JRLIGHT

— T
230 - 132 o

DG 2213 SAK | ARLIGHT | 05.12.2025 - Uriin ézellikleri ile ilgili giincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://www.arlight.net/
https://www.arlight.net/urunler/downlight-spot/dg-2213-sak

